
 Why  is 
the Best choice :

Heavy-Duty construction.

Simple and cost effective maintenance.  

Outstanding resistance to side loading.

More than 35 years of expertise in 
manufacturing of heavy-duty continuous 
rotators and related attachments.

Every rotator is factory tested.

Trusted in more than 20 countries.

sealed and waterproof rotator 

  Protects internal components 
  Extended greasing intervals 
  Submersible rotator

superior indirect drive design

  Accepts severe side loading 
  Greater swing torque 
  Manufactured with tempered and  
    hardened gears 

pinion gear supported By Bearings on Both  
Bottom and top of shaft

  Keeps motor shaft perfectly straight 
  Leak-free rotator 
  Greater gears and motor durability

severe-duty swivel Bearings floating hydraulic collector

  isolated from side loading 
  no seizing and no leaking 
  precise machining

 Saw ready rotator 
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Harvesting head continuous rotation available

sturdy rotator housing

  High strength steel casting

TOUGH HANDLING EQUIPMENT

system

-40°c

+40°c

HEAVY-DUTY ROTATORS
by ROTOBEC

operates in harsh environments



ROTATORS – TECHNICAL SPECIFICATIONS

MODEl RT-142 RT-222 RT-252 RT-322 RT-502HT RT-1002HT

Rotation Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited

Max. excavator size tons 10 16 20 25 32 40

Max. axial load (dynamic) kg 6360 9980 11340 14514 22680 45360

Max. swing torque Nm 956 1209 1825 1825 2628 3154

Weight kg 84 102 122 141 181 297
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ROTOBEC INC.
HEAD OFFICE

Tel: 418 383.3002
Fax: 418 383.5334
rotobec@rotobec.com w w w. r o t o b e c . c o m

HEAVY-DUTY ROTATORS
by ROTOBEC

DISTRIBUTED / SERVICED BY:

modular construction

   service friendly

   cost effective maintenance

   simple and durable rotator

system

    heavy-duty construction

    simple and cost effective maintenance

    outstanding resistance to side loading Available for electromagnet

Resistant to side loading


